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1 A. CONNECT EXIT SIGNS AND LIFE SAFETY LIGHTING AHEAD OF ALL SWITCHING.

B. FOR DRAWING CLARITY, CONDUIT ROUTING IS NOT SHOWN FOR ILLUMINATED EXIT SIGNS. CONNECT EXIT
SIGNS TO LIFE SAFETY BRANCH LIGHTING CIRCUIT IN PANEL 'LSC3-1' FOR PHASE 2. THE NUMBER
ADJACENT TO EACH EXIT SIGN INDICATES THE CIRCUIT NUMBER.

C. REFER TO REFLECTED CEILING PLAN FOR FINAL LIGHT LOCATIONS.

D. REFER TO DETAIL 7 ON DRAWING EL701 FOR LIGHTING CONTROL SCHEME INFORMATION WITHIN
INDIVIDUAL OFFICES AND SIMILAR ROOMS. EACH OFFICE CONTAINS STAND-ALONE CONTROLS AND
INCLUDES VACANCY SENSOR FOR AUTOMATIC OFF FUNCTION.

E. REFER TO DETAIL 8 ON DRAWING EL701 FOR LIGHTING CONTROL SCHEME INFORMATION WITHIN GROUP
ROOMS AND MULTI-PURPOSE ROOMS. EACH ROOM CONTAINS STAND-ALONE CONTROLS AND INCLUDES
VACANCY SENSORS FOR AUTOMATIC OFF FUNCTION.

F. REFER TO LIGHTING CONTROL SYSTEM NOTES ON DRAWING EL101 FOR SYSTEM FUNCTION AND ZONE
ASSIGNMENTS.

MAINTAIN EXISTING LUMINAIRE AND ASSOCIATED SWITCH CONTROLS AT BALCONY. CONNECT TO NEW
AVAILABLE 120 VOLT CIRCUIT IF NECESSARY.

PROVIDE FLUSH-MOUNT PRE-PROGRAMMED LIGHTING CONTROL PANEL FOR OVERRIDE CONTROL AT
LOCATION INDICATED. REFER TO LIGHTING CONTROL SYSTEM NOTES ON DRAWING EL101 FOR USER
INTERFACE INFORMATION. CONTROLLED AREAS INCLUDE CORRIDORS AND WAITING ROOM. INSTALL
DURING PHASE 2.

RELOCATED PRE-PROGRAMMED LIGHTING CONTROL PANEL TO NEW LOCATION INDICATED.
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